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Digital
2

Built tough to withstand 
a 1-meter

drop onto a concrete floor

DROP PROOF

Rated output voltage (DC)
Effective maximum indicated value

5 ranges

50 V / 100 MΩ

125 V / 250 MΩ

250 V / 500 MΩ

500 V / 2000 MΩ

1000 V / 4000 MΩ

Under [500V], [1000V], or [PVΩ] settings, the RELEASE button will blink.  
Press to unlock the release of high voltages as an extra safety meaure.

One-touch Start and Stop Prevent Accidental High Voltage Generation

Measurement voltage is applied 
while MEASURE key is pressed

Single test

Lift and lock the MEASURE key 
to apply a continuous stream of 

voltage

Continuous test Flashing light Release lock

TEST LEAD SET WITH REMOTE SWITCH L9788-11 (Option) 
*Standard with the IR4056-21, Not CE Marked

LED light shines a spotlight on the target
Red light warns of live voltage detection
Measurement start switch
Identify pass/fail decisions with red or green light

1
2
3

PASS

FAIL

1 2 3
4

4

Convenient for inspectionsIdentify PASS / FAIL using
light and sound

Significantly improve testing speed
using test lead with remote switch

Compare measured values to pre-set reference 
values to generate a pass or fail decision with 
the Comparator function.

FAIL
RED light Continuous tone

1. Excludes IR4053   2. IR4053 Only

Low resistance measurement1

Perform EV and HEV continuity checks as well as 
resistance measurement of protective conductors in 
facility electrical equipment as defined by IEC 60364.

AC/DC voltage measurement
Automatically detect AC or DC for testing.  Use as a 
tester thanks to DC voltage measurement functionality.

PV Ω dedicated function2

Measurement is not affected even when the PV system 
is online.

WIRELESS ADAPTER
Z3210 (Option)
Attach to enable 
Bluetooth® wireless 
technology

Recording
measured values

on the photograph

PDF Reports

CSV Measurement data

JPG Image data

Transport to the Excel® file Transport to GENNECT Cross

Open an Excel® f i le and select a cel l . 
The measured value being held on the 
instrument’s display will be transferred to the 
computer and entered into the selected cell.

Mail

Cloud

GENNECT Cross, a free app designed specifically for use with Hioki measuring instruments, lets 
you check and manage measurement results and create reports. The software provides a range 
of functionality that helps manage data in the field, including photographing measurement sites, 
placing measurement results on photographs, and saving handwritten memos. 

Learn More

Learn More

Manage measurement data using Bluetooth® communication 

Add comments

M
MCOMP

PASS

0 0.1 0.5 1 5 10 50 100 500 1000

Record it at tap point

Display the 
measurement number 

for prevent wrong 
record



Measurement type
Low voltage (less than 1000 V) High voltage (less than 5000 V)

Standard High-speed EV PV Standard

Model IR4056-20
IR4056-21 IR4057-50 IR4059 IR4053-10 IR5051 IR5050

Appearance

Number of ranges 5 5

Testing voltage (DC) /
Effective maximum 
indicated value

50 V /100 MΩ
125 V /250 MΩ
250 V /500 MΩ
500 V /2000 MΩ
1000 V /4000 MΩ

250 V /500 GΩ
500 V /1.00 TΩ
1000 V /2.00 TΩ
2500 V /5.00 TΩ
5000 V /10.00 TΩ

PV Ω measurement N / A 500 V / 2000 MΩ
1000 V / 4000 MΩ

500 V /100 GΩ
1000 V /100 GΩ
1500 V /100 GΩ 

N / A

Leakage current measurement N / A 0.00 nA to 3.00 mA

DC voltage measurement 600 V 1000 V 2000 V

AC voltage measurement 600 V 1000 V

Low resistance measurement 4 N / A N / A

Displaying 1-min. values N / A 4 N / A 4

Comparator decision
response time

4
0.8 second

4
0.3 second

4
0.8 second

(PV : 4 second)
4

AUTO power save 4 4

Bluetooth® communication N / A 4  (With Z3210) N / A 4  (With Z3210)

Resistance gauge N / A 4 N / A 4

Backlight 4 4

Safety standard
category CAT III 600 V CAT IV 1000 V

CAT III 2000 V

CE 4
1

4

Dustproof and waterproof IP402 IP402, 3, IP654

Drop proof 4 N / A

Power supply LR03 (AAA) alkaline battery × 4
HR6 (AA) NiMH rechargeable battery x4

LR6 (AA) alkaline battery × 8
HR6 (AA) NiMH rechargeable battery x8

Dimensions
( W × H × D )

159 × 177 × 53 mm
6.26 × 6.97 × 2.09 in.

160 × 98 × 46 mm
6.30 × 3.86 × 1.81 in.

159 × 177 × 53 mm
6.26 × 6.97 × 2.09 in.

195 × 254 × 89 mm
7.68 × 10 × 3.50 in.

Weight 600 g (21.2 oz) 640 g (22.6 oz) 536 g (18.9 oz) 600 g (21.2 oz) 1.7 kg (59.97 oz)

Lineup - Digital Product warranty for 3 years
Accuracy guaranteed for 1 year

1 :  IR4056-21 excluded  2 : Terminal not included  3 : With protector attached  4 : CARRYING CASE C0212
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With 
• TEST LEAD SET WITH
  REMOTE SWITCH L9788-11
• Neck strap
• LR6 alkaline battery ×4
• Instruction manual

With 
• TEST LEAD L9787
• Neck strap
• LR6 alkaline battery ×4
• Instruction manual

5 ranges

CAT III 600 V

Comparator decision response time : 0.8 s

IR4056-20 IR4056-21

INSULATION TESTER IR4056-20, IR4056-21

Not CE marked

Product warranty for 3 years
Accuracy guaranteed for 1 year

* IR4056-20 only

With 
• TEST LEAD L9787
• Neck strap
• LR6 alkaline battery ×4
• Instruction manual

5 ranges

CAT III 600 V

Comparator decision response time : 0.8 s

Comparator decision response time (PV) : 4 s

IR4053-10

INSULATION TESTER (For Photovoltaic Generation Systems) IR4053-10 Product warranty for 3 years
Accuracy guaranteed for 1 year

INSULATION TESTER IR4057-50, IR4059 Product warranty for 3 years
Accuracy guaranteed for 1 year

1. Ranges in excess of 600 V/1000 V 
are outside the accuracy guarantee

2. Minimum indicated value: 30.0 V
3. Subclause 4.3 of Part 4 
   (interchanging of test leads) is not 

applicable when L9788-10 is used

O
ther

Operating temperature
IR4056-20, IR4056-20, IR4057-50, IR4059: -25℃ to 65℃, 90% RH or less (non-
condensating)
IR4053: 0℃ to 50℃, 90% RH or less (non-condensating)

Storage temperature
IR4056-20, IR4056-20, IR4057-50, IR4059: -25℃ to 65℃, 90% RH or less (non-
condensating)
IR4053: -10 ℃ to 50℃, 90% RH or less (non-condensating)

Dustproof and waterproof IP40 (Terminal excluded)
Standards EN61326 (EMC), EN61557-1/-2/-43/-10
Power supply
Continuous operating time

LR6 alkaline battery ×4
20 hours

Dimensions ( W × H × D )
IR4056-20, IR4056-21, IR4057-50, IR4053-10: 159 × 177 × 53 mm (6.26 × 6.97 × 2.09 inch)
IR4059: 160 x 98 x 46 mm (6.30 x 3.86 x 1.81 inch)

Weight
IR4056-20, IR4056-21. IR4053: 600 g (21.2 oz)
IR4059: 536 (18.9 oz)
IR4057-50: 640 g (22.6 oz)

Model

IR
40

56
-2

0

IR
40

56
-2

1

IR
40

57
-5

0

IR
40

59

IR
40

53

Basic accuracy

M
easurem

ent param
eters

Insulation
resistance 4 4

Testing voltage (DC) 50 V 125 V 250 V 500 V 1000 V -
Effective maximum indicated value (MΩ) 100 250 500 2000 4000 -
1st effective measuring range (MΩ) 0.200 to 10.00 0.200 to 25.0 0.200 to 50.0 0.200 to 500 0.200 to 1000 ±2% rdg. ±2 dgt.
2nd effective measuring range (MΩ) 10.1 to 100.0 25.1 to 250 50.1 to 500 501 to 2000 1010 to 4000 ±5% rdg.

PV Ω
measurement N / A 4

Testing voltage (DC) 500 V 1000 V -
Effective maximum indicated value (MΩ) 2000 4000 -
1st effective measuring range (MΩ) 0.200 to 500 0.200 to 1000 ±4% rdg.
2nd effective measuring range (MΩ) 501 to 2000 1010 to 4000 ±8% rdg.

DC Voltage N / A 4 4.200 V/42.00 V/420.0 V/1000 V ±1.3% rdg. ±4 dgt.1
4 N / A 4.200 V/42.00 V/420.0 V/600 V ±1.3% rdg. ±4 dgt.1

AC Voltage 4 4 420.0 V2/600 V ±2.3% rdg. ±8 dgt.1

Low resistance 
measurement 4 N / A 10.00 Ω/100.0 Ω/1000 Ω ±3% rdg. ±2 dgt.

Order code IR4056-20

Order code IR4056-21

Order code IR4057-50

Order code IR4057-90

Order code IR4059

Order code IR4053-10

Order code Z3210

Model IR4057-90
includes Z3210 as a set

Included accessories  
• CONNECTION CABLE L4930
• ALLIGATOR CLIP SET L4935
• TEST PIN SET L4938
• TEST LEAD SET WITH REMOTE SWITCH     
   (RED) L9788-10 (IR4059 only)
• PROTECTOR Z5042 (IR4059 only)
• Neck strap
• LR6 alkaline battery ×4
• Instruction manual

5 ranges

CAT III 600 V

Comparator decision response time : 0.3 s

Digital bar graph

IR4057-50

L4930

L4938

WIRELESS ADAPTER
Z3210 (Option)
Attach to enable 
Bluetooth®

wireless technology

GENNECT
Cross

IR4059 Please see www.hioki.com
for list of supported regions.

With Z3210

* IR4057-50 only
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HIGH VOLTAGE INSULATION TESTER IR5050, IR5051

M
easurem

ent param
eters

Insulation
resistance

Testing voltage 
(DC)
: measuring range

250 V 0.00 MΩ to 500 GΩ
500 V 0.00 MΩ to 1.00 TΩ
1000 V 0.00 MΩ to 2.00 TΩ
2500 V 0.00 MΩ to 5.00 TΩ
5000 V 0.00 MΩ to 10.00 TΩ

Rated current 1 mA to 1.2 mA
Short-circuit current 2 mA or less
Accuracy  ±5% rdg. ±5 dgt., ±20% rdg.
Induced noise removal 3 mA max.

Leakage current
10 nA/ 100 nA/ 1000 nA/ 10 μA/ 100 μA/ 1 mA
Guaranteed accuracy range: 1.00 nA to 3.00 mA
Accuracy: ±3% rdg. ±3 dgt.

DC voltage ±10 V to ±2000 V
Accuracy: ±3% rdg. ±3 dgt.

AC voltage 30 V to 1000 V
Accuracy: ±3% rdg. ±3 dgt.

Capacitance
100 nF/ 1000 nF/ 10 μF
Guaranteed accuracy range: 10.0 nF to 25.0 μF
Accuracy: ±10% rdg. ± 5 nF

PV insulation resistance
(IR5051 only)

500 V 0.00 MΩ to 100 GΩ
1000 V 0.00 MΩ to 100 GΩ
1500 V 0.00 MΩ to 100 GΩ

O
ther

Operating temperature and 
humidity range

-20℃ to 40℃, less than 80% RH (no condensation)
 40℃ to 45℃, less than 60% RH (no condensation)
 45℃ to 50℃, less than 50% RH (no condensation)

Storage temperature and 
humidity range -25℃ to 65℃, less than 80% RH (no condensation)

Dustproof/waterproof IP401, IP65 (CARRYING CASE C0212)

Standards EN IEC61010 (safety), EN61326 (EMC),
IEC61557-1, -2 (insulation resistence tester)

Power supply
Continuous operating time

• LR6 (AA) alkaline battery ×8: 
  • Approx. 5 hours without Z3210 installed
  • Approx. 4 hours with Z3210 installed and using wireless 
communication
• HR6 (AA) nickel-metal hydride (NiMH) rechargeable battery ×8

Dimensions ( W × H × D ) 195mm (7.68 in.) × 254 mm (10 in.) × 89 mm (3.50 in.)
Weight 1.7 kg (59.97 oz.)

1. With protector attached, excluding terminals

• TEST LEAD L9850-01 (Red), -02 (Black), -03 (Blue), 3 m (9.84 ft.)
• ALLIGATOR CLIP L9851-01 (Red), -02 (Black) ,-03 (Blue)
• CARRYING CASE C0212
• LR6 alkaline battery ×8
• Instruction manual
• TEST PIN SET L9852 (IR5051 and IR5051-90 only)
• WIRELESS ADAPTER Z3210 (IR5051-90 only)

Included accessories 

L9850, L9851

IR5050 IR5051
IR5051-90
 (Include Z3210 as a set)

Shielded wire minimizes 
measurement variability.

GUARD terminal minimizes 
the effects of leakage 
current flowing through the 
insulation’s surface.

•	Filter function
•	Inductive noise rejection 

function (up to 3 mA)
•	Minuscule current 

measurement technology

拡張機能

ロータリースイッチで出力電圧を選ぶ

簡単操作、安定した測定、破壊しないなんとか

01

測定ボタンを1秒間押して試験開始02

試験が終われば自動放電03
測定ボタンの長押しで試験が始ま
ります。高電圧が発生中は、測定
ボタンが点滅して危険をうながし
ます。

試験が終われば、すみやかに
放電が始まります。放電中は
測定ボタンが点滅します。点
滅がなくなれば放電完了 
(30 V 未満 )。
絶縁抵抗値や漏れ電流だけで
なく、次の絶縁診断指数も表
示できます。

試験中は、印加している
電圧値、絶縁抵抗値、漏
れ電流値、試験時間を同
時に表示します。バーグ
ラフで絶縁抵抗値の変化
を表します。

直感的な操作。間違ったら大変。

出力電圧
250 V, 500 V, 1 kV,
2.5 kV, 5 kV

電圧測定 (AC/DC自動判別 )
AC 1000 V
DC 2000 V

10 V または 25 V 単位で出力電圧を設定できます。IR5051
の PV絶縁抵抗測定の出力電圧は2 kVまで設定できます。

PV 絶縁抵抗測定の出力
電圧 (IR5051のみ )
500 V, 1 kV, 1.5 kV

誤操作による高電圧発生を防止

放電重要

PI

DAR

DD

静電容量

成極指数

誘電吸収比

誘電体放電

絶縁診断 計算式

拡張機能

被測定物に高電圧を印加し続けると絶縁体を破壊することがあ
ります。それを防止するため、できるだけ印加せず絶縁状態を
試験します。

試験電圧を5段階に分けて昇圧

試験電圧を連続的に昇圧

設定した時間で試験を自動停止

絶縁抵抗値のしきい値で合否判定。
Fail 判定になると、試験は停止

SV: ステップ電圧

Ramp: ランプ電圧

タイマー

コンパレーター

Vo
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Time
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lta
ge

Time

Vo
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ge

Time
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sis
ta
nc
e

Time

安定した測定値

微小電流測定技術

3 mAのノイズまで除去

フィルター機能

ガード

シールド線
測定値のふらつきを抑えるために
シールド線を標準装備

絶縁体の表面を流れる漏れ電流の
影響を最小限に抑制

突発的な変化を取り除き、測定値を
安定。ON/OFF 選択可能

最大 3 mA までの誘導ノイズを除
去

独自の測定技術により安定に測定

IR5051IR5051
Up to 2000VUp to 2000V

IR4053IR4053
Up to 600VUp to 600V

In the past, it was impossible to measure a PV system’s 
insulation resistance while the system was operating because 
the measurement current and generated current would 
mix together. Consequenly, it was necessary to make such 
measurements at night, when the system being measured was 
not generating electricity.
The PV insulation resistance measurement function can 
measure PV systems while they’re operating during daylight 
hours, without being affected by the generated current.

Start: 
Press and hold for 1 sec.

Never miss a change in 
measurement.

Failures caused by the 
application of a high 
voltage can be prevented.

CAT III  2000 V
CAT IV 1000 V

Complete:
Auto-discharge

During measurement:
Simultaneous display of test 
voltage, insulation resistance 
and leakage current

Keep the applied voltage as 
low as possible

After measurement:
Insulation indexes (PI, DAR, 
DD) and capacitance can be 
displayed.

Step voltage
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Ramp voltage
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Comparator
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 Accurate, easy-to-use insulation resistance meter Precision stability in high voltage insulation testing

Wireless communication for even greater convenience

Measure insulation resistance while the solar PV system continues to generateMeasure insulation resistance while the solar PV system continues to generate

PV insulation resistance measurement functionPV insulation resistance measurement function

電圧を測定するだけで
地絡している太陽光パネルを推定2

絶縁不良を確認したストリングの中から地絡している太
陽光パネルを見つけます。そのブレーカーの電圧を測定
し GENNECT Cross に送信すれば、地絡しているパネ
ルの位置を表示します。
IR5050 / IR5051 は DC 2000 V までの電圧を安
全かつ正確に測定できます。

発電中のストリングの
絶縁抵抗を測定する1

PV 機能を搭載した絶縁抵抗計なら発電電流
の影響を受けずに測定できます。通常の絶
縁抵抗計では、測定電流と発電電流が混じ
り合ってしまい、正しく測定できません。

GENNECT Cross を使用すれば、接続箱の
写真の上に測定値を配置しながら測定でき、
現場で報告書の作成まで完結します。

P N

発電電流

測定電流

地絡した太陽光パネルを見つける

測定データの記録

測定しながらBluetooth 通信でデータ転送

測定後にUSB通信でデータ転送

04

無償アプリ GENNECT Cross
を使って、スマートフォンや
タブレットにデータ転送しま
す。測定しながらロギング (最
小サンプリング1秒 )

計測器内に保存した測定値やロ
ギングデータ ( 最小サンプリング
5 秒 ) を PC に転送します。PC
に Excel と無償 Excel アドイン
のシーケンスメーカーが必要で
す。

測定原理を追加する

報告までまとめるよ

軽い。小さい。防塵防水ケース

市販の充電池を使用。地球にやさしい。

(通信パッケージDT4900-01を使用 )

( ワイヤレスアダプタZ3210を使用 )

IR5051

IR5051

PN
E

(The optional Wireless Adapter Z3210 is required.)

Product warranty for 3 years
Accuracy guaranteed for 1 year

Order code IR5050 Order code IR5051

Order code IR5051-90

5

5 ranges

For PV systemsStandard

CAT IV 1000 V, CAT III 2000 V



Analog Meters

Single range
IR4016-20
IR4017-20
IR4018-20

3 range
3490

See better in the dark

Bright LED

Significantly improve testing speed using test lead with remote switch

• Start and stop the test at the touch  of a button
• Illuminate the test location  with a bright white LED
• Work safely knowing that when the RED is lit, live wires,
  high voltage or electrical discharge is present

REMOTE CONTROL SWITCH

One-touch Start and StopCheck for Live Circuits

Measurement voltage is applied while 
MEASURE key is pressed

The LIVE CIRCUIT LED will light up in red whenever 
the voltage exceeds 20 V AC between the LINE and 
EARTH terminals, and when at least 20 V DC is still 
remaining during the auto discharge.

Single test

Lift and lock the MEASURE key to apply a 
continuous stream of voltage

Continuous test

Check the Battery Status

BATT : Hi BATT : Lo BATT : Dead

Flip the Cover

Built tough to withstand 
a 1-meter

drop onto a concrete floor

DROP PROOF

Quick and
easy storage
without
disconnecting
the leads

L9788-11 (Option)
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Lineup - Analog Meters Product warranty for 3 years
Accuracy guaranteed for 1 year

M
easurem

ent param
eters

1
Range

IR4016
-20

Testing voltage 
(DC) 500 V

Effective maximum 
indicated value 100 MΩ

1st effective
measuring range 0.1 MΩ  to 50 MΩ

2nd effective
measuring range

0.01 MΩ to  0.1 MΩ or less
50 MΩ or more to 100 MΩ

IR4017
-20

Testing voltage 
(DC) 500 V

Effective maximum 
indicated value 1000 MΩ

1st effective
measuring range 1 MΩ  to 500 MΩ

2st effective
measuring range

0.5 MΩ to 1 MΩ or less
500 MΩ or more to 1000 MΩ

IR4018
-20

Testing voltage 
(DC) 1000 V

Effective maximum 
indicated value 2000 MΩ

1st effective
measuring range 2 MΩ  to 1000 MΩ

2nd effective
measuring range

1 MΩ to 2 MΩ or less
1000 MΩ or more to 2000 MΩ

3
Ranges

3490

Testing voltage 
(DC) 250 V 500 V 1000 V

Effective maximum 
indicated value 100 MΩ 4000 MΩ

1st effective
measuring range 0.05 MΩ  to 50 MΩ 2 MΩ  to 1000 MΩ

2nd effective
measuring range

0.01 MΩ to 0.05 MΩ or less
50 MΩ to 100 MΩ

0.5 MΩ to 2 MΩ
1000 MΩ to 4000 MΩ

Accuracy (Insulation) ±2% of scale length (1st effective measuring range)
±2% of scale length (2nd effective measuring range)

AC Voltage 0 to 600 V

O
ther

Operating temperature 0℃ to 40℃, 90% RH or less (non-condensating)
Storage temperature -10℃ to 50℃, 90% RH or less (non-condensating)
Dustproof and waterproof IP40 (Excludes measuring terminals)
Drop proof YES
Backlight YES
Safety standard category CAT III 600 V
Standards EN61010 (Safety), EN61326 (EMC)
Power supply
Continuous operating time

LR6 alkaline battery ×4
20 hours

Dimensions( W × H × D ) IR4016, IR4017, IR4018: 162 × 182 × 57 mm (6.38 × 7.17 × 2.24 in)
3490: 162 × 167 × 52 mm (6.38 × 6.57 × 2.05 in)

Weight IR4016, IR4017, IR4018: 820 g (28.9 oz), 3490: 840 g (29.6 oz)

• TEST LEAD L9787 (1.2 m)
• Neck strap
• LR6 alkaline battery ×4
• Instruction manual

Accessories

L9787

Order code IR4016-20

Order code IR4017-20

Order code IR4018-20

Order code 3490
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HEADQUARTERS
 81 Koizumi,  
Ueda, Nagano 386-1192 Japan

 https://www.hioki.com/

All information correct as of July 10, 2025.  All specifications are subject to change without notice. series_insulationtesters_E10-57B

DISTRIBUTED BY

Note: Company names and product names appearing in this brochure are trademarks or registered trademarks of various companies.

Options

* When measuring in a CAT III environment, 
  be sure to attach the sleeve to the test leads.

8.0 mm (0.31 in), φ4.0 mm (0.16 in)
65 mm (2.56 in), φ2.6 mm (0.1 in)

22 mm (0.87 in), φ3.7 mm (0.15 in)
48 mm (1.89 in), φ2.6 mm (0.1 in)

Attaches to the tip of cord

35 mm (1.38 in)
φ3.2 mm (0.13 in)

1

1

1

1

2

2

2

2

3

4

2

5 6

11

φ11 mm (0.43 in)

1

7

8

9

10

L9788-90

L9788-11

L9788-10

L4930

L4938

L4935

L9787-91

9804-01
9804-02

L9787

L9788-92

9243 graber

L4937 マグネットアダプタ

L4934 小ワニグチ

L9207-10

DM4910 熱電対

DT4911TestLead

L4930 接続ケーブル

L4931 延長ケーブル

L4932(+9207-10cap)

L4938

L4939

L4933 コンタクトピン

L4935 ワニ口

L4936 バスバー

L9804

Cable length 120 cm (3.94 ft)

22 mm (0.87 in)
φ3.7 mm (0.15 in)

32

7

11

1

8

12

4

6

10

5

9

1413

IIR4016-20, IR4017-20, IR4018-20, IR4056-20, 
IR4056-21, IR4057-50, IR4057-90, IR4053-10, 
IR4059, 3490
1 TEST LEAD SET WITH REMOTE SWITCH L9788-11
2 TEST LEAD WITH REMOTE SWITCH (RED) L9788-10
3 TIP PIN L9788-90
4 BREAKER PIN L9788-92
5 MAGNETIC ADAPTER 9804-01
6 MAGNETIC ADAPTER 9804-02
7 TEST LEAD L9787
8 CONNECTION CABLE SET L4930
9 ALLIGATOR CLIP SET L4935
10 TEST PIN SET L4938
11 BREAKER PIN L9787-91
12 WIRELESS ADAPTER Z3210 (For IR4057-50, IR4059)
13 PROTECTOR Z5042 (For IR4059)
14 CARRYING CASE C0213 (EV MAINTENANCE MANUAL INCLUDED)
15 FUSE SET Z5052 (0.5 A/ 1000 V Fuse set of 2)

IR5050, IR5051
1 TEST LEAD L9850 -01 Red, 3 m (9.84 ft.)
2 TEST LEAD L9850 -02 Black, 3 m (9.84 ft.)
3 TEST LEAD L9850 -03 Blue, 3 m (9.84 ft.)
4 TEST LEAD L9850 -11 Red, 10 m (32.81 ft.)
5 TEST LEAD L9850 -12 Black, 10 m (32.81 ft.)
6 TEST LEAD L9850 -13 Blue, 10 m (32.81 ft.)
7 ALLIGATOR CLIP  L9851 -01 Red
8 ALLIGATOR CLIP  L9851 -02 Black
9 ALLIGATOR CLIP  L9851 -03 Blue
10 TEST PIN SET L9852 Red and black
11 CARRYING CASE C0212
12 WIRELESS ADAPTER Z3210
13 COMMUNICATION PACKAGE DT4900-01 USB

7 83, 62, 51, 4

12 1311109
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