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Estimating the Length of Copper Wire
The length of copper wire can be estimated by measuring its resistance.

・ Verify the length of copper wire available by using the RM3544/RM3545/RM3548 Resistance Meter.
1. Using the RM3544/RM3545/RM3548 Resistance Meter, measure the resistance of a 1 m length
    of the wire whose overall length you wish to estimate. 
2. Next, measure the resistance of the entire wire whose length you wish to calculate.
3. By dividing the resistance value for the entire wire by the resistance value for the 1 m length, you

  can estimate the overall length of the wire (in meters).

Products used
RESISTANCE METER RM3544

RESISTANCE METER RM3545

RESISTANCE METER RM3548

TEMPERATURE SENSOR Z2001

銅線の線材長を推定

銅線線材の抵抗測定で線材長を推定することができます

■ポイント
・抵抗計RM3544/RM3545/RM3548を使って線材長を推定することができます。
　1．抵抗計RM3544/RM3545/RM3548で求めたい線材1mあたりの抵抗を測定します。
　2．次に線材長を求めたい線材全体の抵抗を測定します。
　3．線材全体の抵抗値を1mあたりの抵抗値で除することで線材全体の長さ[m]を求めることができます。

電子部品・半導体・ＦＰＤ・基板 製造・生産ライン・品証・検査

使用機器
抵抗計　RM3544  …………………………………………………………… \ 80,000円（税抜き）
抵抗計　RM3545  …………………………………………………………… \198,000円（税抜き）
抵抗計　RM3548  …………………………………………………………… \ 98,000円（税抜き）
温度センサ　Z2001   ……………………………………………………… \  5,800円（税抜き）

記載内容は2014年10月現在のものです。仕様、価格などはお断りなく改正・改訂することがあります。
K0060-J00 
2014年10月

銅線は温度計数が比較的大きいので、線材1m当たりの抵抗を測定した時の線材温度と
線材全体の抵抗を測定した時の線材温度が異なると誤差になります。
抵抗計の温度補正機能を使うと線材抵抗の温度変化を補正することができます

1m

正確な測定
のためには

You can also use the RM3544/RM3545 
to perform this measurement.

Wire of unknown length X [m] = B [Ω] / A [Ω/m]

You can also use the RM3544/RM3545 
to perform this measurement.

Wire

   Wire of unknown length: X [m]

Measure the resistance of a 1 m length of the 
wire whose overall length you wish to estimate.
The resistance of a 1 m length of the wire

: A[Ω/m]

Resistance value of wire X [m]: B [Ω]

Measure the resistance of the wire 
of unknown length.

To ensure accurate measurement

Since copper wire has a comparatively large temperature coefficient, an error will be introduced if 
the temperature of the wire when the resistance per meter is measured differs from the temperature 
of the wire when the overall resistance is measured.
The resistance meter’s temperature correction function can be used to correct temperature varia-
tions in the wire’s resistance.
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