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製品名
LR8101, LR8102用の測定モジュールには次の2種類があり
ます。

M7100 電圧・温度モジュール（15チャネル）

M7102 電圧・温度モジュール（30チャネル）

はじめに
このたびは、HIOKI LR8101, LR8102 データロガー用測定
モジュールをご選定ただき、誠にありがとうございます。
測定モジュールは、LR8101またはLR8102に接続できま
す。使用上の注意、安全についてなどの詳細は、LR8101, 
LR8102の取扱説明書をご覧ください。

取扱説明書の最新版

取扱説明書の内容は、改善・仕様変更などのた
めに変更する場合があります。
最新版は、弊社ウェブサイトからダウンロード
できます。
https://www.hioki.co.jp/jp/support/download/

安全に関する表記
本書では、リスクの重大性および危険性のレベルを以下のよ
うに区分して表記します。

 警 告 回避しなければ、作業者が死亡または重傷を負う
おそれがあることを示します。

梱包内容
	M7100 電圧・温度モジュール（15チャネル）

M7102 電圧・温度モジュール（30チャネル）
 ……………………………………………………いずれか1

	取扱説明書（本書） ………………………………………… 1

本体に接続する
測定モジュールを本体（LR8101またはLR8102）に接続しま
す。
1台の本体に10モジュールまで接続できます。

 警 告
 �測定モジュールを接続しないときは、コネクターカ
バーを取り外さない。

使用者が感電したり、本体および測定モジュールが
破損したりするおそれがあります。

 �測定モジュールを着脱する前に、本器の電源を切り、
ケーブル類を外す。

使用者が感電したり、本器および測定モジュールが
破損したりするおそれがあります。

用意するもの：プラスドライバー（No.2）

1 本体の電源を切り、ACアダプターを外す。

2 カバーを外す。

3 測定モジュールを本体のコネクターに接続する。
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4 脱落防止ねじを締め付ける。（4か所）
ねじは0.6 N•mで締め付けてください。

44

5 手順2で取り外したカバーを取り付ける。
ねじは0.6 N•mで締め付けてください。
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Model names
Two different types of plug-in modules are available for the 
LR8101, LR8102.
M7100 M7100 Voltage/Temp Module (15 channels)
M7102 M7102 Voltage/Temp Module (30 channels)

Introduction
Thank you for choosing the plug-in modules dedicated to 
Hioki LR8101, LR8102 Data Logger. The plug-in modules can 
be connected to the LR8101, LR8102.
For information, such as operating precautions and safety, 
see LR8101, LR8102 Instruction Manual.

Latest instruction manual

The contents of this manual are subject to 
change, for example as a result of product 
improvements or changes to specifications.
The latest edition can be downloaded from 
Hioki’s website.
https://www.hioki.com/global/support/download

Safety notations
This manual classifies seriousness of risks and hazard levels 
as described below.

 WARNING
Indicates a potentially hazardous situation 
that, if not avoided, could result in death of 
or serious injury to the operator.

Package Contents
	M7100 Voltage/Temp Module (15 channels)

M7102 Voltage/Temp Module (30 channels)
 …………………………………………… Any one of them

	Instruction Manual (this manual) ………………………… 1

Connecting the Module to the 
Instrument

Connect the plug-in module to the instrument LR8101(LR8102).
You can connect up to ten modules to one LR8101(LR8102).

 WARNING
 �When no measurement module is 
connected, do not remove the connector 
cover.

Doing so could cause the operator to experience 
an electric shock or damage the instrument and 
measurement modules.

 �Before connecting or disconnecting the 
measurement modules, turn OFF the 
instrument and remove the cables.

Failure to do so could cause the operator to 
experience an electric shock or damage the 
instrument and measurement modules.

You will need: A Phillip’s head screwdriver (No. 2)

1 Turn OFF the instrument and remove the AC 
adapter.

2 Remove the cover.

3 Connect a measurement module to the connector 
of the instrument.
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4 Tighten the fall prevention screws. (4 locations) 
Tighten the screws at 0.6 N•m.
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5 Reattach the cover removed in 2.
Tighten the screws at 0.6 N•m.
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