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1. はじめに

2. 安全について

危険

この機器は IEC 61010安全規格に従って、設計され、試験し、
安全な状態で出荷されています。測定方法を間違えると人身
事故や機器の故障につながる可能性があります。取扱説明書
を熟読し、十分に内容を理解してから操作してください。万一
事故があっても、弊社製品が原因である場合以外は責任を負
いかねます。

・使用者は、機器上に表示されている マークの所について、
取扱説明書の マークの該当箇所を参照し、機器の操作を
してください。

・使用者は、この取扱説明書の中の マークのあるところは
必ず説明を読み、注意する必要があることを示します。

・接地端子を示します。

・交流（AC）を示します。

・直流（DC）を示します。

危険
操作や取扱いを誤ると、使用者が死亡または重傷につながる
危険性が極めて高いことを意味します。

警告
操作や取扱いを誤ると、使用者が死亡または重傷につながる
可能性があることを意味します。

注意
操作や取扱いを誤ると、使用者が傷害を負う場合、または機器
を損傷する可能性があることを意味します。

3. 安全のために守るべきこと 

危険

・8955の BNC入力端子とメモリハイコーダ本体間および他
のアナログユニットとの入力端子間の対地間最大定格電圧
は 30 V rmsまたは DC60 Vです。感電事故、本器の損傷を
避けるため、8955の BNC入力端子とメモリハイコーダ本体
間および他のアナログユニットとの入力端子間において、対
地間最大定格電圧を超えないようにしてください。
・8955の最大入力電圧は 30 V rmsまたはDC60 Vです。最大
入力電圧を超えると本器を破壊し、人身事故につながる可能
性があるので測定しないでください。

警告

・電源端子は、9322差動プローブ専用です。9328パワーコー
ドを使用して 9322に電源を供給できます。人身事故または
本器の損傷を避けるため、9322以外の機器は接続しないで
ください。

・接続コードおよび変換ケーブルの被覆が破れたり、金属が露
出していないか、使用する前に確認してください。損傷があ
る場合は、感電事故になるので、弊社指定のものと交換して
ください。

注意 安全のため、接続コードは 9198（BNC）を使用してください。
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4.ユニットの交換方法

警告

・感電事故を避けるため入力ユニットは、電源を OFFにし、す
べての接続コードと電源コードを外してから追加・交換し
てください。

・ネジ止めをしっかりしないと、仕様を満足しなかったり、故
障の原因になります。

・感電事故を避けるため、入力ユニットを抜いたままで使用し
ないでください。入力ユニットを抜いておく時は、ブランク
パネルを装着してください。

注意
ブランクパネルを外したままで、測定しないでください。
ユニット内の温度が不安定になるため、仕様を満足しません。

5.仕　様

電圧入力による周波数、回転数、商用電源周波数、積算、パルスデューティ
ー比、パルス幅の各測定

接続端子 金属 BNC端子
入力抵抗 1 MΩ±1%
入力容量 35 pF±15pF
最大入力電圧 30 Vrmsまたは DC60 V
対地間最大定格電圧 30 Vrmsまたは DC60 V
入力形式 不平衡入力（本体間と絶縁）

差動プローブ用 12 V±8%（GNDは、実装した他ユニットの電源端子
の GNDと共通）

1.　周波数モード
測定レンジ 0.1, 0.5, 1, 5, 10, 50, 100, 500, 1 k, 5 kHz/DIV

（f.s.=20DIV）
測定確度 ±0.1%f.s.（100 kHzf.s. レンジ以外）

±0.7%f.s.（100 kHzf.s. レンジ）
測定範囲 DC～100 kHz

2.　回転数モード
測定レンジ 10, 50, 100, 500 r/min /DIV（f.s.=20DIV）
測定確度 ±0.1%f.s.
測定範囲 0～10 kr/min

3.　商用電源周波数モード
測定レンジ 50 Hz（40～60 Hz）、60 Hz（50～70 Hz）
測定確度 ±0.032 Hz

4.　積算モード
測定レンジ 2 k, 10 k, 20 k, 100 k, 200 k, 1 Mcounts/DIV

（f.s.=20DIV）
測定範囲 DC～90 kHz

5.　パルスデューティー比モード
測定レンジ 5%/DIV（f.s.=20DIV）
測定確度 ±1%（10～10 kHz）、±4%（10 kHz～100 kHz）
測定範囲 10～100 kHz

6.　パルス幅モード
測定レンジ 500 μ, 1 m, 5 m, 10 m, 50 m, 100 ms/DIV

（f.s.=20DIV）
測定確度 ±0.1%f.s.
測定範囲 2.5μ～2 s

2000 LSB/DIV（f.s.=20DIV）（積算モード）
200 LSB/DIV（f.s.=20DIV）（積算モード以外）

10 μs＋実装する本体のサンプリング周期以下
（周波数 (300 Hz以上) 、積算、パルス幅モード）
50 μs＋実装する本体のサンプリング周期以下
（周波数 (300 Hz未満) 、回転数、商用電源周波数、
パルスデューティー比モード）

しきい値 －10～＋10 V可変（0.2 Vステップ）
スロープ 立上り、立下り（周波数、回転数、商用電源周波数、

積算モード）
レベル HIGH、LOW（デューティー比、パルス幅モード）
ホールド ON、OFF（周波数、回転数、商用電源周波数）

ホールド OFF の時は、待ち時間（周期の 2倍）内に次
の測定値が確定しない場合は、現測定値を 1/2にしま
す。

ローパスフィルタ OFF, 5, 500, 5 k, 100 k±50% (Hz) －3dB
プルアップ ON/OFF

プルアップ抵抗　10 kΩ

約 107.4W×28H×164.5Dmm（突起物含まず）
約 140 g

使用温湿度範囲 8955を実装するメモリハイコーダに準ずる
使用場所 8955を実装するメモリハイコーダに準ずる
保存温湿度範囲 温度：－10～50℃

湿度：80%rh以下（結露しないこと）
放射性無線
周波電磁界の影響

3 V/mにて±5%f.s.

適合規格 安全性

 EMC

EN 61010 汚染度 2、
測定カテゴリⅠ（予想される過渡過電圧 330 V）
EN 61326、Class A

6.パルスデューティ比測定時の注意
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・このたびは、HIOKI ”8955F/Vユニット”をご選定いただき、誠にあ
りがとうございます。この製品を十分にご活用いただき、末長くご使
用いただくためにも、取扱説明書はていねいに扱い、いつもお手元に置
いてご使用ください。
・8955 F/Vユニットは、8855メモリハイコーダのオプションです。必ず
メモリハイコーダに装着してご使用ください。取付方法、使用方法など
詳細については、8855メモリハイコーダ本体の取扱説明書をご覧くだ
さい。
・8955 F/Vユニットをご使用になるには、8855のソフトウェアバージ
ョンが 1.20以降の対応となります。詳しくは最寄りの営業所までご連
絡ください。

・「3.安全のために守るべきこと」をよくお読みのうえ、ご使用ください。

■ 安全記号
この取扱説明書には本器を安全に操作し、安全な状態に保つのに要する
情報や注意事項が記載されています。本器を使用する前に下記の安全に
関する事項をよくお読みください。

■ この取扱説明書で使用している記号
取扱説明書の注意事項には、重要度に応じて以下の表記がなされています。

・8955 F/Vユニットの入力ユニットを取り外す方法を説明します。
・装着は、取り外した時の逆の順序で行います。
1. すべての入力ユニットの接続コードを外します。
2. 本体の電源を OFF にして電源コードを抜きます。
3. 図に従い入力ユニットを止めてある 2つの固定ネジを＋（プラス）
ドライバで外します。

4. 取っ手を持って、図のように引き抜きます。

確度はメモリレコーダに実装時 23±5℃、30～80%rh
電源投入後 30分にて規定　確度保証期間は 1年間

■測定機能

■入力端子

■電源端子

■測定仕様

■測定分解能

■応答時間

■その他機能

■寸法・質量

■使用環境

デッドタイム（演算）中に立ち上がりがあるパルス（20 kHz以上）の測
定の場合は、デッドタイム中のデューティ比については測定できません。
デッドタイム後にくるパルスからデューティ比を測定します。



1. Before Use

2. Safety Notes

DANGER

This device is designed to comply with IEC 61010 Safety
Standards, and has been thoroughly tested for safety prior
to shipment. However, mishandling during use could result
in injury or death, as well as damage to the device. Be
certain that you understand the instructions and
precautions in the manual before use. We disclaim any
responsibility for accidents or injuries not resulting directly
from device defects.

The symbol printed on the device indicates that
the user should refer to a corresponding topic in
the manual (marked with the symbol) before
using the relevant function.
In the manual, the symbol indicates particularly
important information that the user should read
before using the device.

Indicates a grounding terminal.

Indicates AC (Alternating Current).

Indicates DC (Direct Current).

DANGER
Indicates that incorrect operation presents an
extreme hazard that could result in serious injury
or death to the user.

WARNING
Indicates that incorrect operation presents a
significant hazard that could result in serious
injury or death to the user.

CAUTION
Indicates that incorrect operation presents a
possibility of injury to the user or damage to the
device.

3. Notes on Use 

DANGER

The maximum rated voltage to earth (voltage between
8955 BNC input terminal and main unit frame, and
between BNC input terminals of other input modules) is
30 V rms or 60 VDC. To avoid the risk of electric shock
and damage to the device, take care that voltage
between 8955 BNC input terminal and main unit frame,
and between BNC input terminals of other input modules
does not exceed these ratings.
The maximum input voltage is 30 Vrms or 60 VDC.
Attempting to measure voltage in excess of the
maximum input could destroy the device and result in
personal injury or death.

WARNING

The power terminal is especially for use with the 9322
differential probe. Use the 9328 power cord to supply
power to the 9322. To avoid personal injury or damage to
the device, do not connect anything except the 9322 to
the power terminal.
Before using the device, make sure that the insulation on
the connection cords and conversion cables
areundamaged and that no bare conductors are
improperly exposed. Using the device in such conditions
could cause an electric shock, so contact your dealer or
Hioki representative for replacements.

CAUTION

For safety reasons, only use the optional 9198 CONNECTION
CORD (BNC) for measurement.
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30 Vrms or 60 VDC

30 Vrms or
60 VDC
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4. Replacement Procedure

WARNING

To avoid electric shock accident, before removing or
replacing an input module, confirm that the instrument is
turned off and that the all connection cords and power
cord are disconnected.
The mounting screws must be firmly tightened or the
input module may not perform to specifications, or may
even fail.
To avoid the danger of electric shock, never operate the
device with an input module removed. To use the device
after removing an input module, install a blank panel over
the opening of the removed module.

CAUTION

Do not measure with a blank panel removed. Otherwise, the
main unit internal temperature becomes unstable and
consequently the specifications are not met.

5. Specifications

Based on voltage input, measures frequency, rotation speed,
commercial power frequency, integral values, pulse duty ratio, and
pulse width.

Connection terminal Metal BNC terminal
Input resistance 1 MΩ 1%
Input capacitance 35 pF 15 pF
Maximum input
voltage

30 V rms or 60 VDC

Maximum rated
voltage to earth

30 V rms or 60 VDC

Input type Unbalanced (floating)

Especially for fuse
with the 9322
differential probe

12 V 8% (Shares the ground of power
terminals of other mounted input modules.)

1. Frequency mode
Measurement
ranges

0.1, 0.5, 1, 5, 10, 50, 100, 500, 1 k, 5
kHz/DIV (f.s.=20DIV)

Measurement
accuracy

0.1%f.s. (except for 100 kHzf.s. range)
0.7%f.s. (100 kHzf.s. range)

Frequency range DC to 100 kHz
2. Rotation speed mode
Measurement
ranges

10, 50, 100, 500 r/min /DIV (f.s.=20DIV)

Measurement
accuracy

0.1%f.s.

Rotation speed
range

0 to 10 kr/min

3. Commercial power frequency mode
Measurement
ranges

50 Hz (40 to 60 Hz), 60 Hz (50 to 70 Hz)

Measurement
accuracy

0.032 Hz

4. Integral values mode
Measurement
ranges

2 k, 10 k, 20 k, 100 k, 200 k, 1 Mcounts/DIV
(f.s.=20DIV)

Integral values
range

DC to 90 kHz

5. Pulse duty ratio mode
Measurement
ranges

5 %/DIV (f.s.=20DIV)

Measurement
accuracy

1% (10 to 10 kHz), 4% (10 kHz to 100
kHz)

Pulse duty ratio
range

10 to 100 kHz

6. Pulse width mode
Measurement
ranges

500 µ,1 m, 5 m, 10 m, 50 m, 100 ms/DIV
(f.s.=20DIV)

Measurement
accuracy

0.1% f.s.

Pulse width range 2.5 µ to 2 s

2000 LSB/div (f.s.=20DIV) (Integral values mode)
200 LSB/div (f.s.=20DIV) (except for Integral values mode)

Response time Less than 10 µs + sampling interval of
instrument in which the device is installed.
(Frequency (more than 300 Hz), Integral
values, Pulse width mode)
Less than 50 µs + sampling interval of
instrument in which the device is installed.
(Frequency (300 Hz not greater), Rotation
speed, Commercial power frequency, Pulse
duty ratio mode)

Threshold value -10 to +10 V variable (0.2 V steps)
Slope Rising, falling (Frequency, Rotation speed,

Commercial power frequency, Integral
values mode)

Level High, Low (Duty ratio, Pulse width mode)
Hold ON/OFF (Frequency, Rotation speed,

Commercial power frequency)
When hold is OFF, the current
measurement value is halved if the next
measurement value is not fixed within the
waiting time (Two times of the cycle).

Low-pass filter Off, 5, 500, 5 k, 100 k 50% (Hz) -3dB
Pull up ON/OFF, Pull up resistance: 10 kΩ

Approx. 107.4 W x 28 H x 164.5 D mm
Approx. 4.23" W x 1.10" H x 6.48 D
Approx. 140 g, Approx. 4.9 oz.

Operational ranges
for temperature and
humidity

Same as the Memory HiCorder in which the
8955 is installed

Operating place Same as the Memory HiCorder in which the
8955 is installed

Temperature and
humidity ranges for
storage

Temperature : -10 to 50
 (14 to 122 )
Relative humidity : 80%RH maximum
 (with no condensation)

Effect of radiated
radio-frequency
electromagnetic
field

5 %f.s. at 3 V/m

Standards Applying
Safety

EMC

EN 61010 Pollution Degree 2,
Measurement category I
(anticipated transient overvoltage 330 V)
EN 61326, Class A

6. Note on Pulse Duty Measurement

Computation
(50 µs)

Disregard

Wave
take-in

Wave
take-in

Thank you for purchasing the HIOKI "8955 F/V UNIT". To
obtain maximum performance from the device, please read this
manual first, and keep it handy for future reference.
The 8955 is the F/V UNIT for the 8855 MEMORY HiCORDERs.
Always install this device on the 8855 MEMORY HiCORDER for
use. For the detailed installation procedure, refer to Main unit
manual.
The device can be used with 8855 MEMORY HiCORDERs
equipped with ROM Ver. 1.20 or later. For detail, contact your
dealer or Hioki representative.
Follow carefully the advice of "3. Notes on Use."

Safety symbol
This manual contains information and warnings essential for safe
operation of the device and for maintaining it in safe operating
condition. Before using the device, be sure to carefully read the
following safety notes.

The following symbols are used in this Instruction Manual to
indicate the relative importance of cautions and warnings.

The following procedure describes how to remove the input
module.
Install the devices by reversing the procedure for removal.
1. Remove the connection cords from all input modules.
2. Power off the main unit, and disconnect the power cord.
3. Remove the two fixing screws with a Phillips screwdriver, as

shown in the figure below.
4. Grasp the handle and pull the device out.

Accuracy at 23 5 (73 9 ), 30% to 80%RH
after 30-minutes warming-up time. Accuracy guaranteed for 1
year.
Measurement function

Input terminal

Power supply terminal

Measurement specification

Measurement resolution

Response time

Other functions

Dimensions and mass

Operating environment

Upon measurement of pulses (20 kHz or more) that rise during
dead time (computation), the duty ratio of dead time pulses is not
measured. The duty ratio is determined from pulses that follow
the dead time.
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