
1.ご使用になる前に

2.安全のために守るべきこと

●入力コードの金属部が露出していると、感電する危険性

があります。入力コードは、必ず付属の 9574 入力コー

ドを使用してください。

●8945 の入力と 8853 の筐体間は絶縁されています。

●8945 の入力と 8853 の筐体間、および他のアナログユニ

ットどうしの入力間の最大フローティング電圧は、

ＡＣ，ＤＣ４５０Ｖです。

●感電事故および機器の損傷を避けるために、最大フロー

ティング電圧を超える電圧は、絶対に印加しないでくだ

さい。

●最大フローティング電圧は、たとえ入力にアッテネータ

等を用いて測定した場合でも変わりません。

危険

８９４５　Ｈ
アナログ　Ｌ
ユニット

８８５３本体 〔最大フローティング電圧〕

ＧＮＤ
ＡＣ，ＤＣ　４５０Ｖ　ＭＡＸ

● 8945 の許容入力電圧は、５００Ｖ（ＤＣ＋ＡＣ peak)

です。感電事故または機器の損傷を避けるために、これ

を超える電圧は絶対に印加しないでください。

●ＡＣパワーライン等の測定でＰＴを使う場合は、必ず接

地してください。
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危険

3.装着方法

●感電事故を避けるために、必ず入力コードが外れている

ことを確認し、電源を切り、電源コードを抜いてから入

力ユニットを装着してください。

危険

●感電事故を避けるために、入力ユニットを抜いたままで

のご使用は絶対にしないでください。

●入力ユニットを装着しないチャンネルには、ブランクパ

ネルを装着してください。

危険

4.入力コードについて

●入力コードの金属部が露出していると、感電する危険が

あります。金属部が露出した場合は、使用を中止し、新

しい 9574 入力コードをお求めください。

● 8945 アナログユニットには、必ず専用の 9574 入力コ

ードをお使いください。

危険

5.仕　様

保　証　書

形名

８９４５
製造番号 保証期間

購入日　　年　　月より１年間

この製品は、弊社の厳密なる検査を経てお届けしたものです。万一ご使用
中に故障が発生した場合は、お買い求め先に依頼してください。本書記載
内容で無償修理をさせていただきます。依頼の際は、本書を提示してくだ
さい。

お客様　　ご住所　〒
　　　　　ご芳名　　　　　　　　　　　　　　ＴＥＬ
　　　＊　保証書の再発行はいたしませんので、大切に保管してください。

保証規定

１．取扱説明書・本体注意ラベルなどの注意事項にしたがった正常な使用
状態で保証期間内に故障した場合には、無償修理いたします。

２．保証期間内でも、次の場合には有償修理となります。
－１本書の提示がない場合。
－２取扱説明書に基づかない不適当な取扱い、または使用上の誤りによ
る故障および損傷。

－３不当な修理や改造による故障および損傷。
－４お買い上げ後の輸送や落とされた場合などによる故障および損傷。
－５外観上の変化（筐体のキズ等）の場合。
－６火災・公害・異常電圧および地震・雷・風水害その他天災地変など、
外部に原因がある故障および損傷。

－７消耗部品（乾電池等）が消耗し取換えを要する場合。
－８その他弊社の責任とみなされない故障。

３．本保証書は日本国内のみ有効です。
（This warranty is valid only in Japan.)

― サービス記録―

年月日 サービス内容 日置電機株式会社

〒 386-11 上田市小泉８１

ＴＥＬ　0268-28-0555

ＦＡＸ　0268-28-0559

 北関東(営) TEL048ｰ266ｰ8161 FAX048ｰ269ｰ3842
 〒333 川口市芝中田２ー２３ー２４
 神奈川(営) TEL0462ｰ24ｰ8211 FAX0462ｰ24ｰ8992
 〒243 厚 木 市 田 村 町 ８ ー ８
 静岡 (営) TEL054ｰ254ｰ4166 FAX054ｰ254ｰ3160
本 社 TEL0268-28-0555 FAX0268-28-0559 〒420 静 岡 市 南 安 倍 １ ー ３ ー １ ０
〒386-11 上 田 市 小 泉 ８ １ 名古屋(営) TEL052ｰ702ｰ6807 FAX052ｰ702ｰ6943
 〒465 名 古 屋 市 名 東 区 高 間 町 ２ ２
東北 (営) TEL022ｰ288ｰ1931 FAX022ｰ288ｰ1934 大阪 (営) TEL06ｰ871ｰ0088 FAX06ｰ871ｰ0025
〒984 仙台市若林区六丁の目西町８ー１ 〒565 豊 中 市 上 新 田 ２ － １ ３ － ７
長野 (営) TEL0268-28-0561 FAX0268-28-0569 広島 (営) TEL082ｰ879-2251 FAX082-879-2253
〒386ｰ11 上 田 市 小 泉 ８ １ 〒731-01 広島市安佐南区中筋３－２８－１３
東京 (営) TEL048-267-7234 FAX048ｰ261ｰ5790 福岡 (営) TEL092ｰ482ｰ3271 FAX092ｰ482ｰ3275
〒333 川口市芝中田２ー２３ー２４ 〒812 福岡市博多区上牟田３－８－１９

※お問い合わせは最寄りの営業所または本社販売支援課まで。
(TEL 0268-28-0560 FAX 0268-28-0579 E-mail: info@hioki.co.jp)
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８９４５アナログユニットについて

・8945アナログユニットは、8853メモリハイコーダのオプション

品です。必ず 8853 に装着してご使用ください。

・“２．安全のために守るべきこと”および「8853 取扱説明書」

の“安全について”をよくお読みのうえ、ご使用ください。

・本ユニットの機能および設定方法は、「8853 取扱説明書」をお

読みください。

・本ユニットを装着する方法を説明します。

・取り外す方法は、この逆の順序で行います。

方　　法

１．本体の電源をＯＦＦにして、電源コードを抜きます。

２．本ユニットの中央にある取っ手をもって、下図のように挿入

します。

３．図にしたがって、本ユニットをとめる２つのネジを、＋(プラ

ス)ドライバーで締め付けます。

・付属の 9574 入力コードは、長さ約 1.7ｍで、8945 に差し込む

部分にプラスチックのカバーをつけ、安全性を向上させていま

す。

・確度：23±５℃，電源投入60分後　〔確度保証期間６ヶ月〕

測 定 レ ン ジ：10ｍＶ／ＤＩＶ ～ 50Ｖ／ＤＩＶ　　

１・２・５ステップ全12レンジ

Ｄ Ｃ 振 幅 確 度：±0.25％f.ｓ．

ゼロポジション調整：－100％～＋100％　１％間隔で調整可能

ゼロアジャスト機能付

ゼロポジション確度：±0.1％f.ｓ．（ゼロアジャスト後）

温 度 特 性：ゲイン±0.025 ％f.s./ ℃　　　　　　

ゼロポジション±0.015 ％f.s./ ℃　

（ゼロアジャスト後）

周 波 数 特 性：ＤＣ～４ＭＨｚ　 （ＤＣ結合時）

約７Ｈｚ～４ＭＨｚ （ＡＣ結合

時）
ノ イ ズ：650μVP-P typ. 1.4mVP-P max　　　　　

　　（最高感度レンジ、入力短絡にて）

コモンモード除去比：80dB以上 (50Hzまたは60Hzで信号源抵抗

100Ω以下)

ロ ーパスフィルタ：カットオフ周波数約５Hz，500Hz，500kHz

ＯＮ／ＯＦＦ可

入 力 形 式：不平衡入力〔入出力間絶縁〕

入 力 Ｒ Ｃ：１ＭΩ±１％，約 30ｐＦ（100kHzにて）

入 力 結 合：ＡＣ，ＧＮＤ，ＤＣ

Ａ ／ Ｄ 分 解 能：12ビット

最高サンプリング速度：10ＭＳ／ｓ

使 用 温 湿 度：５℃～40℃，35％～80％ＲＨ

　　　　　　　　　　　（結露しないこと）

保 存 温 湿 度：－10℃～50℃，５～90％ＲＨ

　　　　　　　　　　　（結露しないこと）

入 力 端 子：２端子（バナナプラグ用）

許 容 入 力 電 圧：500Ｖ（ＤＣ＋ＡＣpeak）

最大フローティング電圧：ＡＣ，ＤＣ 450Ｖ（入力ユニット－筐体

間、各入力ユニット間）

寸　 法　・　質 　量：181 (W) × 24 (H) × 101 (D) mm

　 　　　　　　　　 （突起物含まず），約 275g

付 属 品：９５７４入力コード　１本



1. Before Use

2. Safety Notes

DANGER

To avoid the electric shock, before using the unit,
make sure that the sheathing on the input cables is
not damaged and that no bare wire is exposed.
Only use the 9574 INPUT CABLE provided with the
unit for measurement.

The 8945 input and the 8853 frame are insulated.

The maximum floating voltage (voltage between 8945
input and 8853 frame, and between inputs of other
analog units) is 450 V AC/DC.

To avoid the risk of electric shock and damage to the
unit, take care that the voltage does not exceed the
maximum floating voltage.

The maximum floating voltage raging applies also if
an input attenuator or similar is used.

H
L8853

Maximum floating
voltage

GND
450 V AC,DC max

8945
ANALOG
UNIT

DANGER

The maximum allowable voltage is 500 V DC+AC
peak. To avoid electric shock or damage to the unit,
do not input the voltage exceeding this level.

When using a voltage transformer to measure AC
power line, ground the voltage transformer.
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L
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ground terminal
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L
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3. Replacement

WARNING

To prevent electrical shock, before replacing the input
unit, check that the input cord is disconnected, the
power for the main unit is off, and power cord is
disconnected.

To avoid the danger of electric shock, never operate
the unit with an input unit removed.

If you should wish to use the unit after removing an
input unit, fit a blank panel over the opening of the
removed unit.

4. Input Cable

DANGER

If a metal section of the input cable is exposed, there
is a danger of electric shock. Should the cable be
damaged, immediately stop using it and get a
replacement 9574 INPUT CABLE.

For safety reasons, only use the 9574 provided with
the unit for measurement.

5. Specifications

Measurement range 10 mV/DIV - 50 V/DIV
1, 2, 5 steps all 12 ranges

DC amplitude accuracy ±0.25%f.s.

Zero position adjustment -100% to +100%
Adjustable 1% step
with zero adjustment function

Zero position accuracy ±0.1%f.s. (after zero adjustment)

Temperature characteristics Gain: ±0.025%f.s/℃
Zero position: ±0.015%f.s./℃
(after zero adjustment)

Frequency characteristics DC to 4 MHz: (DC coupling)
Approx. 7 Hz to 4 MHz:
(AC coupling)

Noise 650 μVp-p typical 1.4 mVp-p max
(with maximum sensitive range and
input short-circuited)

Common mode exclusion
ratio

80 dB min.(at 50/60 Hz, signal source
resistance 100 Ωmax)

Low-pass filter Cutoff frequency 5 Hz, 500 Hz,
500 kHz approx. switchable on or off

Input format Unbalanced (insulated between input
and output)

Input resistance and
capacitance

1 MΩ±1%, 30 pF approx.
(at 100 kHz)

Input coupling AC, GND, DC

A/D resolution 12 bits

Maximum sampling rate 10 MS/s

Operating temperature and
humidities

5 to 40℃, 35 to 80%RH
(with no condensation)

Storing temperature and
humidities

-10 to 50℃, 5 to 90%RH
(with no condensation)

Input terminal 2 connectors (for banana plug)

Allowable input voltage 500 V DC+AC peak

Maximum floating voltage 450 V AC, DC (between input unit and
flame, between input units)

Dimensions and mass Approx. 181(W)×24(H)×101(D) mm
(excluding protrusion) 275 g approx.

Accessory 9574 INPUT CABLE (1)

8945 ANALOG UNIT

This 8945 is the analog unit for the 8853 MEMORY
HiCORDER.

Before use this unit, always install to the 8853.

Follow carefully the advises "2. Safety Notes" and "Safety
Notes" of the 8853 Instruction Manual.

For details on the function and method of settings, refer to the
8853 Instruction Manual. When the voltage transformer has no ground terminal

When the voltage transformer has a ground termial

･ This section describes how to install the unit.
･ To remove the unit, reverse the procedure descrived below.

1. Turn off the power for the main unit, and remove the power
cord.

2. Grasp the handle on the 8945 ANALOG UNIT and insert
the unit into the slot.

3. Secure the unit by fastening the screws with a Phillips
screwdriver, as shown in the illustration.

The supplied 9574 input cable (length approx. 1.7 m) has a
plastic safety cover over the section where it connects to the
8945.

Accuracy at 23℃±5℃, after 1 hour warming-up time
Accuracy guaranteed for six months



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


