
IN-CIRCUIT TESTER FA1220-22

Follow us

NEWNEW ARRIVALMAKE IN INDIA 

Pricing, delivery and service, suitable for the Indian market
512 scanner pins standard; expandable to 1,024 pinsUltra-low resistance measurement capability 

For More Details Contact98710 99074 / info@hioki.co.in

High‑speed & High‑performance Measurement engine TechnologyFrom Japan
For Indian Market Hioki's IN-CIRCUIT TESTER Manufacturing in India

Extensive component testing capabilityComponent testing with less test pinsKey Features
JAPANESE TECHNOLOGY

NEW



Standard modelExtensive component testing capabilityThe FA1220-22 ships standard with extensive testing capability,  including a polarity  check  to detect  electrolytic  capacitors  that  have been mounted  backwards and milliohm-range  resistance  testing  using 4-terminal measurement.

pads,  the FA1220-22 can generate  judgments based on the  
The FA1220-22 can load test program automatically 

To test fixture
Air tubing Solenoid valve

Stamp

STAMP DRIVE UNIT E4271, ADDITIONAL STAMP DRIVE UNIT E4272Judgment result stampsThe  system  can  operate  up  to  16  stamps,  which  are installed  on  the  test  fixtures.  Up  to  four  E4271  units  can  be  added  to  the  FA1220-22.  Each  E4271  unit  
4-chamber manifold

 
 4-chamber manifold &  Stamp drive solenoid valve x 1

Features

E4272 Additional Stamp Drive UnitStamp drive solenoid valve × 1

E4271 STAMP DRIVE UNI Tcan accommodate up to three E4272 units.
Standard modelActive-state testing of semiconductorsThe FA1220-22 can measure drain-source voltage  and current while applying on/off voltages to MOS-FET  and  J-FET  gates.  In  this  way,  it  can  generate  pass/fail judgments for FET operation under active conditions. 

Pass/fail  judgment  based  on  off-current and on-resistance Pass/fail  judgment  based  on  off-current and measured current (IDSS)

Ektewkv wpf gt vguvEktewkv wpf gt vguv



Number of test points Standard   512 pins (scanner boards optional)Max.   1024 pins (expandable in blocks of 128 pins)*Group data 256 groupsRound-robin S/O data* 1024 pins*Macro data 1024 pins/ 1024 steps (regardless of pin count)*Component data 10000 stepsCharge data 40 groupsPin contact data 1024 pins*IC data 500 steps (max. 1024 pins/ step)** The maximum number of active pins for each test type depends on the total number of scanner board pins installed in the product.

With E4273: 

Number of drivable stamps Up to 16Combinations of drivable stamp counts and required  options
Number of drivable stamps 1 2 3 4 5 6 7 8Required number of options E4271 1 2E4272 0 1 2 3 3 4 5 6Number of drivable stamps 9 10 11 12 13 14 15 16Required number of options E4271 3 4E4272 6 7 8 9 9 10 11 12

Hardware Personal ComputerOperating system Windows 10 Pro 64-bit, EnglishStorage device 256 GB SSDOperation Keyboard and mouseDisplay 17-inch displayPrinter Panel Mount type, Paper width 58mmExternal I/O Ethernet (LAN) 100Base-TX × 1 (Contact Hioki for more information about external connectivity.) USB 2.0 X4, USB 3.2 Gen 1 Type - Ax4

I/O board standard section input/output 28 points each Expansion section input/output 32 points each

SafetyMachine safety features Emergency stop switch  Circuit breaker 5A,  

Product warranty 3 yearsPower supplyCompressed air Pressure  Primary side (supply): 0.5 MPa to 1.0 MPa (dry air)  Secondary side (inside system): 0.5 MPa ±0.1 MPaAir consumption  130 L/min. (ANR, Calculated when testing 6 boards per minute.)Dimensions  (excluding protruding parts)WeightPaint color PANTONE CoolGray 1CAccessories User Manual (with warranty certificate) × 1, test lead × 1, application CD × 1, positioning screws × 4, 

3.96 kN (at 0.5 Mpa)

E4201 

( Keyboard and mouse occupy 2 ports )

Electrical safety parts

Rated supply voltage: 220 to 240 V AC, 50HzMaximum power consumption: 1 kVA
652 ±20 (W) × 789 ±15 (D) × 1671 ±20 (H) mm 235 ±20 kg

Inhibit press up on Fail Function to prohibit automatic press-up when test is FAIL judgement: 100 nA f .s. to 25 mA f. s., 8 ranges



E4271E4272
E4273

INDIA HEADQUARTERSUnit No. 123 & 124, 1st Floor, Suncity Business Tower, Golf Course Road, Sector-54,Gurgaon – 122003, Haryana, India

4-chamber manifold + stamp drive solenoid valve x 1; FA1220-22Stamp drive solenoid valve x 1; each E4271 can accommodate 
Set of 10 rolls (length: 30 m)


